19990627.ba v02_n591.bam.990627

>From ???@??? Mon Jun 28 04:35:00 1999
Message-Id: <199906271844.d5RIiY021411@sco.theporch.com>
Date: Sun, 27 Jun 1999 13:43:54 CDT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 2591

			    BOATANCHORS Digest 2591

Topics covered in this issue include:

  1) Winding high power xmit toroids
	by zeitler@ibm.net
  2) ADMINISTRIVIA: A Few Does and Donts
	by listown@jackatak.theporch.com (Mail List Owner)
  3) Re: Winding high power xmit toroids
	by John Shriver <jas@shiva.com>
  4) Quiz
	by Kd6b@aol.com
  5) knobs needed
	by Bob Roehrig <broehrig@admin.aurora.edu>
  6) Quiz, July issue QST, sorry
	by Kd6b@aol.com
  7) BC-611 exhausted battery
	by W4UOC@aol.com
  8) Solid State Tube Replacement
	by Robert Lawson <lawson_r@popmail.firn.edu>
  9) Hallicrafters Collectors--
	by David Stinson <arc5@ix.netcom.com>
 10) FS: National speaker
	by AA5QT@aol.com
 11) Looking For:
	by "Sandy W5TVW" <ebjr@worldnet.att.net>
 12) Re: Quiz, July issue QST, sorry
	by Al Klase <skywaves@bw.webex.net>
 13) Re: Winding high power xmit toroids
	by "Arden Allen" <gumbear@pacbell.net>
 14) FMLA: Talking Trash
	by mnhopkins@juno.com
 15) Free PEECEE (486) canoe anchor and compactron
	by "Bob Duckworth" <wb4mnf@atl.org>
 16) Motorola info wanted
	by Bob Roehrig <broehrig@admin.aurora.edu>
 17) Garage cleanout stuff FS
	by Bob Roehrig <broehrig@admin.aurora.edu>
 18) mechinacial filter data wanted
	by k5jv@vonl.com (Lon W. Cottingham)
 19) HEATH PAINT
	by Dave Jordan <wa3gin@erols.com>
 20) 312B-5 info
	by "Paul Bernhard Sr." <w2tu@email.msn.com>
 21) Re: 312B-5 info
	by Dave Jordan <wa3gin@erols.com>
 22) FS: Viking Valiant
	by Tom Smith <tsmith@hal-pc.org>
 23) RE: Winding high power xmit toroids 
	by "Barry L. Ornitz" <ornitz@tricon.net>
 24) more garage finds to get rid of
	by Bob Roehrig <broehrig@admin.aurora.edu>
 25) FlexoWriter Manual
	by ail0@lehigh.edu (ARTHUR I. LARKY)

----------------------------------------------------------------------
From: zeitler@ibm.net
Message-ID: <003001bebf23$541b7a00$35dc6520@km3g>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Winding high power xmit toroids
Date: Fri, 25 Jun 1999 08:56:44 -0700
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

I am beginning the process of winding some toroid coils that are going to be
used in a 1500 watt hf amp. The cores are T-225 and are supposedly good for
1500 watts but I figure to be safe I will use two sandwiched together.
Questions:

1. Do the two toroid cores need to be insulated from each other or can I
just place them tightly next to each other and then wrap them as a package?

2. What is the best thing to use to hold them together as one piece? Some
kind of fiberglass tape? Can I buy the stuff at Home Depot?

3. I am using teflon insulated wire. Do I need to insulate the cores before
applying the wire?

Any info greatly appreciated. This is my real first attempt at using toroid
coils for 160, 80 and 40 meters instead of the regular air wound type a la'
B & W style.

73s

Lane
Ku7i

------------------------------
Message-Id: <199906251615.LAA04402@jackatak.theporch.com>
From: listown@jackatak.theporch.com (Mail List Owner)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: ADMINISTRIVIA: A Few Does and Donts
Date: Fri, 25 Jun 99 11:15:01 CDT

Gang-

Here are the real basics of how to keep me happy, the list noise-free, 
and everyone able to enjoy BoatAnchors... Simple, easy, workable...


Do not send spam e-mail messages to the list.

Do not send attachments (attached files) of *ANY* sort to the list.
This includes URL shortcuts, v-cards, GEDCOM files, zipped files, and 
*ANY* other type of attachment.

Do not EVER forward virus hoaxes or chain letters to the list.

Do not use HTML or RTF (rich text format) in messages sent to the
list.

DO keep e-mail messages to the list on topic and appropriate.

Do not post commercial messages.

Please refrain from posting "Ebay" type auction notices.

DO be polite.

Do not flame other members of the list.

DO be considerate of the list members and list resources.

DO have fun!
--
73
Jack, W4KH/Mobile - - - Mailing List Archiver/Owner - - -
listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose"
     "Il n'y a que les idiots qui ne changent jamais d'idee"
Fri Jun 25 11:15:01 CDT 1999

------------------------------
Date: Fri, 25 Jun 1999 12:30:39 -0400
Message-Id: <199906251630.MAA28426@brill.shiva.com>
From: John Shriver <jas@shiva.com>
To: Old Tube Radios <boatanchors@theporch.com>
CC: boatanchors@theporch.com
Subject: Re: Winding high power xmit toroids

Teflon is subject to cold flow.  Leave it under pressure and it will
flow out of the way.  Not a good thing to wind a coil with, or build a
cable harness out of.

There's a reason enameled wire is so commonly used for coil winding.

I can't see any reason to insulate the cores when stacking, every
grain of ferrite is already insulated.

------------------------------
From: Kd6b@aol.com
Message-ID: <424a1ec8.24a50b79@aol.com>
Date: Fri, 25 Jun 1999 12:42:33 EDT
Subject: Quiz
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Content-Transfer-Encoding: 7bit

Refer to June 99 QST page 8.
What is wrong with the upper left picture??

Ken Lakin, KD6B
Redmond, Oregon

------------------------------
Date: Fri, 25 Jun 1999 15:12:08 -0500 (CDT)
From: Bob Roehrig <broehrig@admin.aurora.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: knobs needed
Message-ID: <Pine.OSF.3.96.990625151042.30775D-100000@admin.aurora.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


STill loking for the following:

Main tuning knob for SX-100.
Main tuning & bandspread knobs for NC-173.
(have like new set of above knobs for a 183 for possible trade).

                    "Nostalgia is a thing of the past"
    E-mail: broehrig@admin.aurora.edu or k9eui@arrl.net   73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL
                      630-844-4898  Fax 630-844-4222

------------------------------
From: Kd6b@aol.com
Message-ID: <ca429fb8.24a546e4@aol.com>
Date: Fri, 25 Jun 1999 16:56:04 EDT
Subject: Quiz, July issue QST, sorry
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Content-Transfer-Encoding: 7bit

Gang,
Sorry, it is the July issue.
What is wrong with the upper left picture on page 8? Hint, how do I know the 
guy has his right hand on the key?
Ken

------------------------------
From: W4UOC@aol.com
Message-ID: <cb874a34.24a54eb0@aol.com>
Date: Fri, 25 Jun 1999 17:29:20 EDT
Subject: BC-611 exhausted battery
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Content-Transfer-Encoding: 7bit

Opps.... I forgot to save the address of the person who stated that they had 
a nearly exhausted B battery for a BC-611.  If you still have it let me know. 
 I want to load it up with Nicads and use it with my newly restored BC-611.  
Let me know the cost, etc.

Tom Koch - W4UOC
8170 Habersham Waters Road
Dunwoody, GA 30350

------------------------------
Date: Fri, 25 Jun 1999 16:35:54 -0400
From: Robert Lawson <lawson_r@popmail.firn.edu>
Subject: Solid State Tube Replacement
To: Old Tube Radios <boatanchors@theporch.com>
Cc: Baswaplist <Baswaplist@foothill.net>
Message-id: <3773E82A.2A34@popmail.firn.edu>
MIME-version: 1.0
Content-type: text/plain; charset=us-ascii
Content-transfer-encoding: 7bit

Fellow BA'ers,

I have two solid state tube replacements designated SES 1N1239 7342.
Eight pins. Black 'plastic' tubular capsule, 1 1/4 in diameter, 1 7/8
inch high including the center post. What tube(s) did it replace?

Thanks,

Robert WPE4FGR W4RL Pensacola Florida

------------------------------
Message-ID: <37740F36.4288015E@ix.netcom.com>
Date: Fri, 25 Jun 1999 18:22:30 -0500
From: David Stinson <arc5@ix.netcom.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Hallicrafters Collectors--
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

I'm back after being away for nearly a month
due to a family emergency.  Time to catch-up...

To the Halli collectors:
If you had some spare Hallicrafters stuff and 
were going to give it to someone, to whom would 
you give it?  Name anyone but yourself.
Please reply to me- not the list.

Thanks,
Dave Stinson AB5S

------------------------------
From: AA5QT@aol.com
Message-ID: <7afc8d6f.24a57427@aol.com>
Date: Fri, 25 Jun 1999 20:09:11 EDT
Subject: FS: National speaker
To: Old Tube Radios <boatanchors@theporch.com>
MIME-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Content-Transfer-Encoding: 7bit

Let me be clear:  It needs repainting.  I'm not a National expert, but it 
looks like a match for the 183, or a receiver of that ilk.  It's light gray, 
all there, original feet, little red National rhombus, grill cloth, etc.  But 
the cabinet is a little rough (it's not bad, if you like paint spills, etc.). 
 $40 plus shipping.

Gary  K5QT

------------------------------
Message-ID: <000301bebf6a$60f8a8a0$19ef490c@SandyBlaize>
From: "Sandy W5TVW" <ebjr@worldnet.att.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Looking For:
Date: Fri, 25 Jun 1999 19:24:42 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Still looking for a quantity of 7059 (five to a dozen), and 12DK6
(two) for my Hallicrafters SR-400.  Also several 6D6 (five to
ten).  "NOS" tubes only.

Will trade other tubes or parts.  What do you need?

73,
Sandy W5TVW

------------------------------
Message-ID: <377435B8.AF7735C2@bw.webex.net>
Date: Fri, 25 Jun 1999 22:06:48 -0400
From: Al Klase <skywaves@bw.webex.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Quiz, July issue QST, sorry
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Holy Moly!  He's got a left handed command set!

73, Al

Kd6b@aol.com wrote:
> 
> Gang,
> Sorry, it is the July issue.
> What is wrong with the upper left picture on page 8? Hint, how do I know the
> guy has his right hand on the key?
> Ken

-- 
Al Klase - N3FRQ
skywaves@bw.webex.net
Flemington, NJ 08822
Web Page:  http://www.webex.net/~skywaves/home.htm

------------------------------
Message-Id: <199906260307.UAA05740@mail-gw3.pacbell.net>
From: "Arden Allen" <gumbear@pacbell.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Winding high power xmit toroids
Date: Fri, 25 Jun 1999 20:08:37 -0700
MIME-Version: 1.0
Content-Type: text/plain; charset=ISO-8859-1
Content-Transfer-Encoding: 7bit

Hi Lane;

> 1. Do the two toroid cores need to be insulated from each other or can I
> just place them tightly next to each other and then wrap them as a
package?

No, they can be in contact with each other.  The iron particles in the core
are suspended in a non conductive vehicle so the bulk resistance is quite
high.

> 2. What is the best thing to use to hold them together as one piece? Some
> kind of fiberglass tape? Can I buy the stuff at Home Depot?

Just tack them together with a thin film of super glue (I like Krazy-Glue).

> 3. I am using teflon insulated wire. Do I need to insulate the cores
before
> applying the wire?

As long as the cores are smooth they won't damage the wire's insulation. 
You may want to burnish any sharp edges.  Teflon insulated wire is
excellent as long as the insulation is not too thin, it can be easily
damaged.  Be carefull the wire is not subject to high pressure points but
keep it close wound to the core.

Just remember power handling toroids need to work in low impedance circuits
(not so good for tanks) in order to keep the ratio of current to voltage
high or the core will saturate, waste power (as it cooks!) and produce
harmonics.

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Date: Sat, 26 Jun 1999 07:50:04 -0500
Subject: FMLA: Talking Trash
Message-ID: <19990626.075007.-181959.0.MNHopkins@juno.com>
MIME-Version: 1.0
Content-Type: text/plain
Content-Transfer-Encoding: 7bit
From: mnhopkins@juno.com


All the QRPers don't drive SUVs and go backpacking on weekends. 
I learned that when I went down to Austin to a dinner for QRP Guru
George Dobbs, G3RJV, and sat across from an OT.

     Frank, my pal who wants to take back 56-60mc with a Five Meter
Liberation Army refused to go, saying QRPers were "transferring the
receiving problem to the other guy."  But I wanted to get him a
memento and the OT needed part of a Command Set TX for something. 
I had one in the car and traded it for a little solid state TX.

"Is that a snuff can?" Frank asked as he examined the offhanded
style of the builder.

     I explained it was a cat food tin standing in as the chassis
for a "Tuna Tin Two."  An entire series of Doug DeMaw revivals from
the '70s is underway, I told him, and mentioned the Herring Aid
Five RX and the CB (chipped beef can) Slider VFO.

     I was able to trade for this piece only because the builder
succumbed to the widespread QRP obsession for circuit board clone
projects -- the fellow tossed his homebrew for a ".38 ACP," or some
such will-of-the-whisp West Coast board kit.

     Frank sneered at that, but he was engaged by the "ugly" style
of building evidenced on the Tuna Tin TX.  I soon forgot about the
trinket, but not Frank.

     Three days later I happened down to the basement to find Frank
resplendent in rubbish.  He explained his new VFO would never
settle down on a solid tin base so he ended up putting a 12A6 Tri-
Tet on the metal end of a paper Magnesium Citrate carton he termed
his "Epsom Salts ECO."

     Then he saluted Native Americans with the visage of a warrior
on the base of his interstage "Calumet Coupler" which used a baking
powder can to hold a 6AQ5 set up as a buffer.

     Next came a mildly pear shaped platform with tapped coils and
a dual variable.  He called it a "Deviled Ham Doubler," and he must
have rushed it into service as Charlie, the demonic white ferret,
was clawing at its lower edge despite the considerable potential
danger from the microwave oven chassis Frank was using to power
all this stuff.

     The output was single ended, which is strange for Frank, but
he said he was working out the kinks on 10M before he took it up
to 5.

     His receiver, termed a String Bean Super-Gainer, used 303 cans
for shields over the coils he wound on paper product tubes and
someone's old cabinet door supplied the base.  Frank always prefers
to build on wood, and it is a good thing since he won't use a
transformer unless he needs big voltage. 

     He rigged two mayonnaise jar tops on threaded shafts for a
neutralizing cap.  He had a Hellmann's and a Kraft and said he was
careful to put the Kraft on the low side because, he felt,
Hellmann's caps took HV better.  I just ignored that.  These old
timers have all kinds of superstitions.

     He fired up the rig and dipped the 813, which he mounted on
a big can that once contained "Polish" sausage, altho that is not
what it said.  Frank won't say "German."  It is something left over
from the war, I guess, but when he sees a Rin-Tin-Tin looking dog
he calls it an "Alsatian."

     In short order he was working some of his pals at a CW clip
I cannot follow, but on tune up the final plate cap, cut from tuna
cans, arched over.  The ferret took off and Frank said, "must have
been some dolphin in that one."  I could not see if he was joking
and was afraid to ask.

     The whole set up was impressive, like some adult's electric
train, and it took up about as much space, but Frank is not into
miniaturization.  It covered our 6-foot bench and at the end he
stacked up some milk cartons to hold the final, which was partially
obscured by a grocery sack to keep the ferret out of the high
tension leads.

"What kind of output are you using on your Polish Sausage PA ?" I
asked. (I decided to go along with the WWII convention.)

     "Link, of course," he said.

     I still could not see his face.


de ab5L, michael in dallas, MNHopkins@JUNO.com
Student of Tecraft, ICM and Six Meters' Golden age: 1957-58
Box 226841, Dallas, TX  75222     Copyright FMLA XLII

------------------------------
Message-Id: <199906261803.OAA28361@hat-trick.atl.org>
From: "Bob Duckworth" <wb4mnf@atl.org>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Free PEECEE (486) canoe anchor and compactron
Date: Sat, 26 Jun 1999 13:52:48 +0100

It's a grab bag compactron with lotsa legs and more than likely a bit of
vacuum inside.
It's a HP Vectra 486-33 desktop  with built in video, floppy, no RAM, no
hard drive.
http://debris.org/canoe.html for details
Rules of Ware

------------------------------
Date: Sat, 26 Jun 1999 13:29:35 -0500 (CDT)
From: Bob Roehrig <broehrig@admin.aurora.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Motorola info wanted
Message-ID: <Pine.OSF.3.96.990626132815.9947A-100000@admin.aurora.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


Anyone have a manual for the TLN1188 remote desk set?

                    "Nostalgia is a thing of the past"
    E-mail: broehrig@admin.aurora.edu or k9eui@arrl.net   73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL
                      630-844-4898  Fax 630-844-4222

------------------------------
Date: Sat, 26 Jun 1999 14:34:15 -0500 (CDT)
From: Bob Roehrig <broehrig@admin.aurora.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Garage cleanout stuff FS
Message-ID: <Pine.OSF.3.96.990626135934.7290A-100000@admin.aurora.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


All stuff below plus shipping in CONUS.

1) Gonset mobile receiving converter for 10, 20, 80 meters. BC band
   IF output. Not checked - controls & dial feel OK. $10.00

2) Philco BC-221-AA freq meter. Clean unit with original chart/book
   in cover. OD wooden case. Built-in regulated supply. Has one of
   the mods installed for variable output & BNC connector. $25.00

3) Gertsch FM-3 freq meter. Kind of the same principle as the BC-221
   but direct dial readout. Basic unit covers 20-50 MHz (I think).
   Has the multiplier unit so it will cover up to 1 GHz.  Manual incl.
   I also have a home-brew S-S divider so you can use this as a sig
   gen down to 160 meters. The FM-3 has a crude home-brew PS built-in
   but it works well. $35.00

4) RCA WV-84C electronic D.C. microammeter. Has ranges to read from
   .001 ua to 1 ma.  $25.00

5) Fisher FM-50 mono FM tuner. Great old unit. $20.00

6) DuKane PA amplifier. Table-top 1950's vintage. Has 4 mic inputs & aux
   input, many output impedances. I believe around 25 watts (P-P 6L6's)
   Bass/Treble controls, and gain for each channel. $30.00

7) Appears to be a Dynaco 35 watt Hi-Fi amp. EL-34 P-P output. looks clean
   but was a kit I believe. Works great. Don't want to ship this one.
   $50.00

8) Two Western Electric 728-B 12 inch speakers. 3.2 ohms. Saw these in a
   1940's QST ad somewhere. One had minor cone tear that was nicely
   repaired. $25.00 each



                    "Nostalgia is a thing of the past"
    E-mail: broehrig@admin.aurora.edu or k9eui@arrl.net   73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL
                      630-844-4898  Fax 630-844-4222

------------------------------
Message-ID: <003701bec01c$72f92360$4c0cdfd0@kingwoodcable.com>
From: k5jv@vonl.com (Lon W. Cottingham)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: mechinacial filter data wanted
Date: Sat, 26 Jun 1999 16:40:01 -0500
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Greetings to all,

        Can anyone supply data on the following Collins mechanical filter:
F455-Q 1,  526-9308-00.  This is not a standard Amateur filter.  It was
supposedly supplied only to the military.  It is supposedly a very steep
skirted, 500 Hz, metal cased unit that will plug into the "S" Line filter
sockets.  It has only two, instead of the usual three, connecting pins on
each end.  I have looked through two of the filter lists that have been
posted and not found this filter.

3 de Lon Cottingham, K5JV

------------------------------
Message-ID: <37754D7E.D45AE708@erols.com>
Date: Sat, 26 Jun 1999 18:00:30 -0400
From: Dave Jordan <wa3gin@erols.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: HEATH PAINT
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Hi Folks,

Where can I get some of that light green crinkle paint for the Heath Kit
cabinets?

thanks,
dave
WA3GIN

------------------------------
Message-ID: <002301bec024$31ae1340$c85a2299@default>
From: "Paul Bernhard Sr." <w2tu@email.msn.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: 312B-5 info
Date: Sat, 26 Jun 1999 18:35:28 -0400

Hi all;

    I have a 312B-5 VFO for my KWM2A that has had the vfo power cord cut
off. This is the cord that ends in a 9 pin miniature tube type plug that
joins with the KWM2A. I have the Noise Blanker (which I don't have need of)
that has the power cord with the nine pin socket. I would like to take that
off and use it on the vfo. Would I be desicrating the NB if I took that
route?

    Also, I found the answer to the 3/16" phone plug problem. I just changed
the jack to a 1/4" size. The hole in the panel was already oversized. Also
changed the tip and ring config to match the other equipment here. Hope you
Collins people don't put a contract out on me!

    Look for any of you hams on July 17th when many of the historic and
display ships will be on the ham bands. Look for W2TU/2 from the USS THE
SULLIVANS.

73

Paul B. W2TU

w2tu@email.msn.com

http://www.geocities.com/~dd537



------------------------------
Message-ID: <37756D19.8B5D32CD@erols.com>
Date: Sat, 26 Jun 1999 20:15:22 -0400
From: Dave Jordan <wa3gin@erols.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: 312B-5 info
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

MARS music stores (Bill Gates francise) now sell 3/16 mic plugs...

HAVE FUN,
dave
WA3GIN

======================

Paul Bernhard Sr. wrote:

> Hi all;
>
>     I have a 312B-5 VFO for my KWM2A that has had the vfo power cord cut
> off. This is the cord that ends in a 9 pin miniature tube type plug that
> joins with the KWM2A. I have the Noise Blanker (which I don't have need of)
> that has the power cord with the nine pin socket. I would like to take that
> off and use it on the vfo. Would I be desicrating the NB if I took that
> route?
>
>     Also, I found the answer to the 3/16" phone plug problem. I just changed
> the jack to a 1/4" size. The hole in the panel was already oversized. Also
> changed the tip and ring config to match the other equipment here. Hope you
> Collins people don't put a contract out on me!
>
>     Look for any of you hams on July 17th when many of the historic and
> display ships will be on the ham bands. Look for W2TU/2 from the USS THE
> SULLIVANS.
>
> 73
>
> Paul B. W2TU
>
> w2tu@email.msn.com
>
> http://www.geocities.com/~dd537


------------------------------
Message-ID: <3775279D.2514FC51@hal-pc.org>
Date: Sat, 26 Jun 1999 19:18:53 +0000
From: Tom Smith <tsmith@hal-pc.org>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: FS: Viking Valiant
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

I'm thinning a few things out and starting with the larger stuff first.
If I can clean some of this gear out, I promise I won't buy another
bunch of replacements ???.

Gates BC-250-GY (is the largest). This 50s broadcast transmitter  (220
single phase) is together and has the manual, spare 810s and other Gates
support equipment such as the modulation monitor and frequency monitor.
Pickup or meet within a reasonable distance. $500 or best offer.

Johnson Viking Valiant (smaller than the Gates). Really a clean Valiant.
Front panel has a few minor blemishes in the paint, cabinet paint is
good but has a 1/8" hole on the top rear in the perf metal part. Chassis
is extremely clean and it comes with a copy of the manual. The only
modification is the "Electric Radio" cap and resistor change to open the
audio. Easily reversible. I would also prefer pickup on this one as it's
heavy and would be a bear to pack well enough to keep it safe.  $300

My 32V2 and 75A4 are next but I'll move some of the Johnson, Stancor and
Thordarson stuff first.

Thanks!  Tom  N5AMA

------------------------------
Message-Id: <199906270408.AAA02006@flash.naxs.net>
From: "Barry L. Ornitz" <ornitz@tricon.net>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: <zeitler@ibm.net>
Subject: RE: Winding high power xmit toroids 
Date: Sun, 27 Jun 1999 01:09:28 -0400

Lane, Ku7I, asked about large toroids in tank coils, and whether these
cores should be insulated.  The answer is that they are essentially
nonconductive so wrapping them with insulation is not generally necessary.
However, there is another issue that must be covered.
Arden mentioned this in his comments about core saturation.  Tank circuits
are generally fairly high-Q so circulating currents can be high.  In
addition to core saturation that Arden mentioned, you also have to worry
about heat generated in the cores (since they are not 100% lossless).

Consider cutting two or three washers out of fiberglass/epoxy circuit board
material.  Make the inside diameter a little smaller than the ID of the
cores, and the outside diameter a little larger than the OD of the cores.
Peel off the copper, naturally.  A set of hole-saws will come in handy
here.  Then glue these washers to the cores.  Cyanoacrylate or epoxy glue
is suitable, also a drop or two of silicone bathtub caulk may be used.
With two cores, you can even add a washer in between the cores.  When you
wind the cores, the washers will give a little free space for air
circulation, allowing the cores to remain cooler.

While PTFE insulated wire is nice, it is often difficult to find in larger
gauges.  Ordinary enameled wire from a motor shop should work as well.
Consider "knocking down" the edges of the fiberglass/epoxy washers to
minimize cutting into the wire insulation.

        73,  Barry L. Ornitz     WA4VZQ     ornitz@tricon.net


------------------------------
Date: Sun, 27 Jun 1999 12:43:41 -0500 (CDT)
From: Bob Roehrig <broehrig@admin.aurora.edu>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: more garage finds to get rid of
Message-ID: <Pine.OSF.3.96.990627123645.12400A-100000@admin.aurora.edu>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII


1) I have unearthed an almost full case of Western Union Fax paper. There
   are 12 bundles of paper, 500 sheets/bundle. This is the carbon backed
   stuff that was used for the "Deskfax" machines.  Any interest?

2) I have 2 complete and a partial Western Union Deskfax machines. Believe
   the model is 6500. These are the small desktop jobs from the '50's.
   These are NOT compatible with any other fax's that I am aware of.
   They have been modified to send inverted video and include syncing
   and were used on the air on 2FM.  The whole lot is free if you come and
   get them, otherwise I yank out the tubes and junk them.


                    "Nostalgia is a thing of the past"
    E-mail: broehrig@admin.aurora.edu or k9eui@arrl.net   73 de Bob, K9EUI
            CIS: Data / Telecom   Aurora University, Aurora, IL
                      630-844-4898  Fax 630-844-4222

------------------------------
Message-Id: <199906271843.OAA70384@ns5-1.CC.Lehigh.EDU>
Date: Sun, 27 Jun 1999 14:43:45 EDT
From: ail0@lehigh.edu (ARTHUR I. LARKY)
Subject: FlexoWriter Manual
To: Old Tube Radios <boatanchors@theporch.com>

I've lost one of the FlexoWriter manual replies, so if you sent me a message
previously, please re-send me something.  I'm going to have to look into
making copies to satisfy the requests.
Art K3HBA

------------------------------
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